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1.0 BACKGROUND: 
 
Airtek Environmental Corp. has conducted an asbestos survey for the presence of Asbestos-
Containing Materials (ACM) at the following building(s): 

Address:  133-135 Greenwich Street AKA 25-29 Thames Street (2-Story) 
 
Borough:  Manhattan 
 
The Investigator responsible for this project was: 

Moyna Ali:  NYC Asbestos Investigator #97088  Expires: 03/12/06 
   NYS Asbestos Inspector #AH 89-01641 Expires: 03/06 
 
Site Visit(s):  5/26/05 & 5/27/05 
Report Date:  5/31/05 
Revision Date:  N/A 
 
Field Procedures and Analysis Methodology: 
 
Guidelines used for the inspection were established by the Environmental Protection Agency 
(EPA) in the Guidance for Controlling Asbestos Containing Materials in Buildings, Office of 
Pesticides and Toxic Substances, DOC #560/5-85-024 and 40 CFR Part 763, Asbestos Hazard 
Emergency Response Act (AHERA). 
 
Field information was organized as per the AHERA concept of Homogeneous Area (HA).  A HA 
is defined as a suspect material of similar age, appearance, function and texture. Each material 
was grouped together as a specific HA, sampled and then assessed for condition. 
 
Bulk samples of suspect ACM were analyzed by Polarized Light Microscopy (PLM) with 
dispersion staining, as described in 40 CFR Part 763 and the National Emissions Standard for 
Hazardous Air Pollutants (NESHAPS). 
 
The New York State Department of Health has recently revised the PLM Stratified Point 
Counting Method.  The new method, “Polarized Light Microscopy Methods for Identifying and 
Quantitating Asbestos in Bulk Samples” can be found as item 198.1 in the ELAP Certification 
manual. 
 
The State of New York ELAP has determined that analysis of Non-friable, Organically Bound 
Materials (NOB) are not reliably performed by PLM.  Therefore, if PLM analysis of a NOB yields 
a negative result, it must be further confirmed by Transmission Electron Microscopy (TEM). 
 
All samples were initially analyzed by PLM.  Samples which produced a negative PLM result 
and which are classified as a NOB were then re-analyzed utilizing the TEM methodology. 
 
2.0 SCOPE OF WORK: 
 
The following areas which may be affected by the proposed demolition were inspected for ACM: 

1. Interior & exterior of the building 

The inspection was characterized by a close visual inspection of all accessible areas.  Suspect 
materials were sampled and inventoried for quantity, condition and friability.  Materials 
examined included: 

1. Ceiling Tiles 
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2. Floor Coverings 
3. Sheetrock & Joint Compound 
4. Pipe Insulation 
5. Electrical Wire Insulation 
6. Roofing Products 
7. Brick Mortar 
8. Window Caulk & Glazing 

 
Based on the currently recommended sampling and analytical procedures, Airtek recommends 
that additional sampling is necessary, in order to determine the asbestos content of building 
materials. 

3.0 SUMMARY OF AIRTEK ENVIRONMENTAL’S INSPECTION RESULTS: 

The asbestos inspection was conducted on 5/26/05 & 5/27/05 and involved a thorough visual 
examination of all areas and sampling of suspect materials that would be impacted during the 
proposed demolition. 

Airtek Laboratory analysis confirmed the presence of asbestos in the amount greater than 1% 
within the samples collected from the following material: 

1. Bulkhead Tar 
 
Airtek laboratory analysis determined the samples collected from the following materials to 
contain less then one percent (<1%) asbestos. 
 

1. Textured Ceiling 
2. Carpet Mastic 
3. Ceiling Tiles 
4. Floor Tile Grout 
5. Tar on HVAC Ducts 
6. Wall Tile Grout 
7. Wall Tile Glue 
8. 12” x 12” Floor Tiles & Mastic 
9. Electric Wire Insulation 
10. Sheetrock & Joint Compound 

 
4.0 CONCLUSIONS AND RECOMMENDATIONS: 
Asbestos-containing materials, which will be affected by the scope of work, have been positively 
identified at various locations throughout the building(s). 

Proper asbestos abatement procedures shall be implemented prior to the commencement of 
demolition work.  All asbestos abatement work shall be performed in accordance with all 
applicable Federal, State and Local rules and regulations.  The abatement project shall be filed 
with all agencies having jurisdiction over this project, such as USEPA, NYSDOL and NYCDEP. 

A licensed abatement contractor must perform the removal of all friable and non-friable ACM.  
Airtek believes that the implementation of these recommendations will serve to best protect 
human health and the environment. 

To assure that the removal of the aforementioned ACM is properly and effectively carried out, 
the following recommendations are proposed by Airtek: 

A. Develop and implement a schedule that outlines the time frame for removal of ACM. 
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B. Develop complete and concise specifications to effectively deal with removal of the ACM.  
These specifications should be developed to comply with all applicable Federal, State and 
Local regulations. 

C. Retain the service of an independent testing laboratory to monitor the air for possible 
asbestos contamination before, during and after the removal work.  Retain all 
documentation and correspondence from the removal contractor, the testing laboratory and 
related items in a permanent record. 

 
5.0 ASBESTOS QUANTITY SCHEDULE: 
Approximate asbestos quantity schedules are presented on the following table: 

TABLE 1 
SUMMARY OF INSPECTION RESULTS FOR ASBESTOS 

133-135 GREENWICH STREET 

PROPOSED 
WORK 

SUSPECT ACM THAT 
MAY BE AFFECTED 

LAB 
RESULT 

APPROXIMATE 
ACM 

QUANTITY 
NOTES/SPECIFIC LOCATION 

 Textured Ceiling ND 0 SF  
 Carpet Mastic ND 0 SF  

 Floor Tile Grout (Bath & 
Lobby) ND 0 SF  

 Floor Tile Grout (Kitchen) ND 0 SF  
 Bulkhead Tar ACM 10 SF  
 Tar on HVAC Ducts ND 0 SF  

 Flashing ND 35 SF 
Not Sampled – Previously Confirmed 
ACM.  Material still exists sporadically 
along perimeter. 

 Roof Material ND 0 SF Not Sampled – Previously Confirmed Non-
ACM 

 Wall Tile Grout ND 0 SF  
 Floor Tile Grout (Cellar) ND 0 SF  
 12” x 12” Tan Floor Tile ND 0 SF Sushi Restaurant 

 12” x 12” Tan Floor Tile 
Mastic ND 0 SF Sushi Restaurant 

 Ceiling Tile ND 0 SF  
 Electric Wire Insulation ND 0 SF  

 Sheetrock & Joint 
Compound ND 0 SF  

 Floor Tile Grout (Pizza 
Shop 1st & Bsmt) ND 0 SF  

 Wall Tile Grout (Pizza 
Shop 1st & Bsmt) ND 0 SF  

 Ceiling Tile (Pizza Shop) ND 0 SF  

 Wall Tile Mastic (Indian 
Rest.) ND 0 SF  

 Tile Grout (Indian Rest.) ND 0 SF  
 Tile Grout (Shoe Store) ND 0 SF  
 Wall Tile Glue ND 0 SF  
 Fiberglass Pipe Insulation N/A 0 LF Non-suspect Material 

 Pipe Insulation in Chases 
& Wall Cavities PACM Amount to be 

determined 

Pipe insulation in chases and wall cavities 
is assumed ACM.  Material to be tested 
and amount to be determined once 
demolition commences. 

Total Approximate Quantity of ACM 45 SF  
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LABORATORY RESULTS 
 

Homogeneous 
Area 

Sample 
# Location Material PLM 

Results PLM-NOB TEM-NOB 

A 1 2nd Floor 
Greenwich Side Textured Ceiling ND - - 

A 2 2nd Floor 
Thames Side Textured Ceiling ND - - 

A 3 2nd Floor 
Thames Side Textured Ceiling ND - - 

B 4 2nd Floor 
Greenwich Side Carpet Mastic - Inconclusive ND 

B 5 2nd Floor 
Thames Side Carpet Mastic - Inconclusive ND 

B 6 2nd Floor 
Thames Side Carpet Mastic - Inconclusive ND 

C 7 Bathroom Lobby Floor Tile Grout ND - - 
C 8 Bathroom Lobby Floor Tile Grout ND - - 
C 9 Bathroom Lobby Floor Tile Grout ND - - 
D 10 Kitchen Floor Tile Grout ND - - 
D 11 Kitchen Floor Tile Grout ND - - 
D 12 Kitchen Floor Tile Grout ND - - 
E 13 Roof Bulkhead Tar - 5.1% Chry - 
E 14 Roof Bulkhead Tar - NA/PS - 
E 15 Roof Bulkhead Tar - NA/PS - 
F 16 Roof Tar on HVAC Ducts - Inconclusive <1.0% Chry 
F 17 Roof Tar on HVAC Ducts - Inconclusive <1.0% Chry 
F 18 Roof Tar on HVAC Ducts - Inconclusive <1.0% Chry 

G 19 Void Previously Confirmed 
ACM    

G 20 Void Previously Confirmed 
ACM    

G 21 Void Previously Confirmed 
ACM    

H 22 Void Previously Confirmed 
Non-ACM    

H 23 Void Previously Confirmed 
Non-ACM    

H 24 Void Previously Confirmed 
Non-ACM    

I 25 1st Floor Deli Wall Tile Grout - Inconclusive ND 
I 26 1st Floor Deli Wall Tile Grout - Inconclusive ND 
I 27 1st Floor Deli Wall Tile Grout - Inconclusive ND 
J 28 1st Floor Deli Floor Tile Grout ND - - 
J 29 1st Floor Deli Floor Tile Grout ND - - 
J 30 1st Floor Deli Floor Tile Grout ND - - 

K 31 Sushi Restaurant 12”x12” Tan Floor 
Tile - Inconclusive ND 

K 32 Sushi Restaurant 12”x12” Tan Floor 
Tile - Inconclusive ND 

K 33 Sushi Restaurant 12”x12” Tan Floor 
Tile - Inconclusive ND 

L 34 Sushi Restaurant 12”x12” Tan Floor 
Tile Mastic - Inconclusive ND 

L 35 Sushi Restaurant 12”x12” Tan Floor 
Tile Mastic - Inconclusive NA 

L 36 Sushi Restaurant 12”x12” Tan Floor - Inconclusive NA 
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Homogeneous 
Area 

Sample 
# Location Material PLM 

Results PLM-NOB TEM-NOB 

Tile Mastic 
M 37 Sushi Restaurant Ceiling Tile ND - - 
M 38 Sushi Restaurant Ceiling Tile ND - - 
M 39 Sushi Restaurant Ceiling Tile ND - - 

N 40 Basement Electric Wire 
Insulation - Inconclusive ND 

N 41 Basement Electric Wire 
Insulation - Inconclusive NA 

N 42 Basement Electric Wire 
Insulation - Inconclusive NA 

O 43 1st Floor Sheetrock ND - - 
P 44 1st Floor Joint Compound ND - - 
O 45 Void     
P 46 2nd Floor Sheetrock ND - - 
O 47 2nd Floor Joint Compound ND - - 
P 48 Void     
Q 49 Basement Sheetrock ND - - 
Q 50 Basement Joint Compound ND - - 
Q 51 Void     

R 52 Pizza Shop 
1st Floor Floor Tile Grout ND - - 

R 53 Pizza Shop 
1st Floor Floor Tile Grout ND - - 

R 54 Pizza Shop 
1st Floor Floor Tile Grout ND - - 

S 55 Pizza Shop 
Basement Floor Tile Grout ND - - 

S 56 Pizza Shop 
Basement Floor Tile Grout ND - - 

S 57 Pizza Shop 
Basement Floor Tile Grout ND - - 

T 58 Pizza Shop 
1st Floor Wall Tile Glue - Inconclusive ND 

T 59 Pizza Shop 
1st Floor Wall Tile Glue - Inconclusive ND 

T 60 Pizza Shop 
1st Floor Wall Tile Glue - Inconclusive ND 

U 61 Pizza Shop 
1st Floor Ceiling Tile ND - - 

U 62 Pizza Shop 
1st Floor Ceiling Tile ND - - 

U 63 Pizza Shop 
Basement Ceiling Tile ND - - 

V 64 Pizza Shop 
Basement Wall Tile Grout ND - - 

V 65 Pizza Shop 
Basement Wall Tile Grout ND - - 

V 66 Pizza Shop 
Basement Wall Tile Grout ND - - 

W 67 Indian Restaurant Wall Tile Mastic - Inconclusive ND 
W 68 Indian Restaurant Wall Tile Mastic - Inconclusive ND 
W 69 Indian Restaurant Wall Tile Mastic - Inconclusive ND 
X 70 Indian Restaurant Tile Grout ND - - 
X 71 Indian Restaurant Tile Grout ND - - 
X 72 Indian Restaurant Tile Grout ND - - 
Y 73 Shoe Store Tile Grout ND - - 
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Homogeneous 
Area 

Sample 
# Location Material PLM 

Results PLM-NOB TEM-NOB 

Y 74 Shoe Store Tile Grout ND - - 
Y 75 Shoe Store Tile Grout ND - - 
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1.0 BACKGROUND: 
 
Airtek Environmental Corp. has conducted an asbestos survey for the presence of Asbestos-
Containing Materials (ACM) at the following building(s): 

Address:  21-23 Thames Street (5-Story) 
 
Borough:  Manhattan 
 
The Investigator responsible for this project was: 

Moyna Ali:  NYC Asbestos Investigator #97088  Expires: 03/12/06 
   NYS Asbestos Inspector #AH 89-01641 Expires: 03/06 
 
Site Visit(s):  5/26/05 & 5/27/05 
Report Date:  5/31/05 
Revision Date:  N/A 
 
Field Procedures and Analysis Methodology: 
 
Guidelines used for the inspection were established by the Environmental Protection Agency 
(EPA) in the Guidance for Controlling Asbestos Containing Materials in Buildings, Office of 
Pesticides and Toxic Substances, DOC #560/5-85-024 and 40 CFR Part 763, Asbestos Hazard 
Emergency Response Act (AHERA). 
 
Field information was organized as per the AHERA concept of Homogeneous Area (HA).  A HA 
is defined as a suspect material of similar age, appearance, function and texture. Each material 
was grouped together as a specific HA, sampled and then assessed for condition. 
 
Bulk samples of suspect ACM were analyzed by Polarized Light Microscopy (PLM) with 
dispersion staining, as described in 40 CFR Part 763 and the National Emissions Standard for 
Hazardous Air Pollutants (NESHAPS). 
 
The New York State Department of Health has recently revised the PLM Stratified Point 
Counting Method.  The new method, “Polarized Light Microscopy Methods for Identifying and 
Quantitating Asbestos in Bulk Samples” can be found as item 198.1 in the ELAP Certification 
manual. 
 
The State of New York ELAP has determined that analysis of Non-friable, Organically Bound 
Materials (NOB) are not reliably performed by PLM.  Therefore, if PLM analysis of a NOB yields 
a negative result, it must be further confirmed by Transmission Electron Microscopy (TEM). 
 
All samples were initially analyzed by PLM.  Samples which produced a negative PLM result 
and which are classified as a NOB were then re-analyzed utilizing the TEM methodology. 
 
2.0 SCOPE OF WORK: 
 
The following areas which may be affected by the proposed demolition were inspected for ACM: 

1. Interior & exterior of the building 

The inspection was characterized by a close visual inspection of all accessible areas.  Suspect 
materials were sampled and inventoried for quantity, condition and friability.  Materials 
examined included: 

1. Roofing Products 
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2. Brick Mortar 
3. Coping Stone Mortar 
4. Coping Stone Caulk 
5. Window Caulk & Glazing 
6. Wall & Ceiling Plaster (White & Brown Coat) 
7. Pipe Insulation 
8. Floor Coverings 
9. Sheetrock & Joint Compound 
10. Pipe Insulation 
11. Duct Insulation 

 
Based on the currently recommended sampling and analytical procedures, Airtek recommends 
that additional sampling is necessary, in order to determine the asbestos content of building 
materials. 

3.0 SUMMARY OF AIRTEK ENVIRONMENTAL’S INSPECTION RESULTS: 

The asbestos inspection was conducted on 5/26/05 & 5/27/05 and involved a thorough visual 
examination of all areas and sampling of suspect materials that would be impacted during the 
proposed demolition. 

Airtek Laboratory analysis confirmed the presence of asbestos in the amount greater than 1% 
within the samples collected from the following material: 

2. Flashing 
3. Bulkhead Tar 
4. Roofing Material 
5. Coping Stone Caulk 
6. Window Caulk 
7. Aircell Pipe Insulation 
8. White Block Pipe Insulation 

 
Airtek laboratory analysis determined the samples collected from the following materials to 
contain less then one percent (<1%) asbestos. 
 

11. Brick Mortar 
12. Coping Stone Mortar 
13. Window Glazing 
14. Wall Plaster White Coat 
15. Wall Plaster Brown Coat 
16. Ceiling Plaster White Coat 
17. Ceiling Plaster Brown Coat 
18. Rubber Tile Mastic 
19. Sheetrock & Joint Compound 
20. Cementitious Duct Insulation 
21. Tile Grout 

 
4.0 CONCLUSIONS AND RECOMMENDATIONS: 
Asbestos-containing materials, which will be affected by the scope of work, have been positively 
identified at various locations throughout the building(s). 

Proper asbestos abatement procedures shall be implemented prior to the commencement of 
demolition work.  All asbestos abatement work shall be performed in accordance with all 
applicable Federal, State and Local rules and regulations.  The abatement project shall be filed 
with all agencies having jurisdiction over this project, such as USEPA, NYSDOL and NYCDEP. 
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A licensed abatement contractor must perform the removal of all friable and non-friable ACM.  
Airtek believes that the implementation of these recommendations will serve to best protect 
human health and the environment. 

To assure that the removal of the aforementioned ACM is properly and effectively carried out, 
the following recommendations are proposed by Airtek: 

D. Develop and implement a schedule that outlines the time frame for removal of ACM. 

E. Develop complete and concise specifications to effectively deal with removal of the ACM.  
These specifications should be developed to comply with all applicable Federal, State and 
Local regulations. 

F. Retain the service of an independent testing laboratory to monitor the air for possible 
asbestos contamination before, during and after the removal work.  Retain all 
documentation and correspondence from the removal contractor, the testing laboratory and 
related items in a permanent record. 

 
5.0 ASBESTOS QUANTITY SCHEDULE: 
Approximate asbestos quantity schedules are presented on the following table: 

TABLE 1 
SUMMARY OF INSPECTION RESULTS FOR ASBESTOS 

21-23 THAMES STREET 

PROPOSED 
WORK 

SUSPECT ACM THAT 
MAY BE AFFECTED 

LAB 
RESULT 

APPROXIMATE 
ACM 

QUANTITY 
NOTES/SPECIFIC LOCATION 

 Flashing ACM 100 SF 5th Floor Roof 
 Bulkhead Tar ACM 75 SF 5th Floor Roof 
 Roofing Material ACM 350 SF 5th Floor Roof 
 Flashing ACM 41 SF 1st Floor Roof 
 Roofing Material ACM 105 SF 1st Floor Roof 
 Brick Mortar ND 0 SF Entire 
 Coping Stone Mortar ND 0 SF 5th Floor Roof 
 Coping Stone Caulk ACM 1 SF 5th Floor Roof – 15 LF total 
 Window Caulk ACM 9 SF Masonry Openings - 210 LF total 
 Window Glazing ND 0 LF Entire 

 Wall Plaster (White & 
Brown Coats) ND 0 SF Entire 

 Aircell Pipe Insulation ACM 50 LF 

2nd Floor, Storefront between Indian Rest. 
& Eat & Run, Basement, Apartments – 
This is the amount that was visible to the 
investigator.  Pipe Insulation is assumed to 
exist behind/in the wall cavities/chases. 

 Ceiling Plaster (White & 
Brown Coats) ND 0 SF Entire 

 Sheetrock & Joint 
Compound ND 0 SF Entire 

 Rubber Tile Mastic ND 0 SF Between Indian Restaurant and Eat & Run 

 Cementitious Duct 
Insulation ND 0 SF Eat & Run 

 White Block Pipe 
Insulation ACM 8 LF Eat & Run 

 Tile Grout ND 0 SF Eat & Run 
Total Approximate Quantity of ACM 681 SF & 58 LF  
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LABORATORY RESULTS 
 

Homogeneous 
Area 

Sample 
# Location Material PLM 

Results PLM-NOB TEM-NOB 

A 1 5th Fl Roof Flashing - 5.2% Chry - 
A 2 5th Fl Roof Flashing - NA/PS - 
A 3 5th Fl Roof Flashing - NA/PS - 
B 4 5th Fl Roof Bulkhead Tar - 4.8% Chry - 
B 5 5th Fl Roof Bulkhead Tar - NA/PS - 
B 6 5th Fl Roof Bulkhead Tar - NA/PS - 
C 7 5th Fl Roof Roof Material - 4.5% Chry - 
C 8 5th Fl Roof Roof Material - NA/PS - 
C 9 5th Fl Roof Roof Material - NA/PS - 
D 10 5th Fl Roof Brick Mortar ND - - 
D 11 5th Fl Roof Brick Mortar ND - - 
D 12 5th Fl Roof Brick Mortar ND - - 
E 13 5th Fl Roof Coping Stone Mortar ND - - 
E 14 5th Fl Roof Coping Stone Mortar ND - - 
E 15 5th Fl Roof Coping Stone Mortar ND - - 
F 16 5th Fl Roof Coping Stone Caulk - 2.2% Chry - 
F 17 5th Fl Roof Coping Stone Caulk - NA/PS - 
F 18 5th Fl Roof Coping Stone Caulk - NA/PS - 
G 19 5th Floor Window Caulk - 2.2% Chry - 
G 20 3rd Floor Window Caulk - NA/PS - 
G 21 2nd Floor Window Caulk - NA/PS - 

H 22 5th Floor Window Glazing - Inconclusive <1.0% Anth 
Trace Chry 

H 23 3rd Floor Window Glazing - Inconclusive <1.0% Anth 
Trace Chry 

H 24 2nd Floor Window Glazing - Inconclusive <1.0% Anth 
Trace Chry 

I 25 5th Floor Wall Plaster White Coat ND - - 
I 26 4th Floor Wall Plaster White Coat ND - - 
I 27 3rd Floor Wall Plaster White Coat ND - - 
I 28 2nd Floor Wall Plaster White Coat ND - - 
I 29 1st Floor Wall Plaster White Coat ND - - 
I 30 1st Floor Wall Plaster White Coat ND - - 
I 31 Basement Wall Plaster White Coat ND - - 
J 32 5th Floor Wall Plaster Brown Coat ND - - 
J 33 4th Floor Wall Plaster Brown Coat ND - - 
J 34 3rd Floor Wall Plaster Brown Coat ND - - 
J 35 2nd Floor Wall Plaster Brown Coat ND - - 
J 36 1st Floor Wall Plaster Brown Coat ND - - 
J 37 1st Floor Wall Plaster Brown Coat ND - - 
J 38 Basement Wall Plaster Brown Coat ND - - 
K 39 2nd Floor Aircell Pipe Insulation 24% Chry - - 
K 40 Storefront Aircell Pipe Insulation NA/PS - - 
K 41 Basement Aircell Pipe Insulation NA/PS - - 
L 42 5th Floor Ceiling Plaster White Coat ND - - 
L 43 4th Floor Ceiling Plaster White Coat ND - - 
L 44 3rd Floor Ceiling Plaster White Coat ND - - 
L 45 2nd Floor Ceiling Plaster White Coat ND - - 
L 46 1st Floor Ceiling Plaster White Coat ND - - 
L 47 1st Floor Ceiling Plaster White Coat ND - - 
L 48 Basement Ceiling Plaster White Coat ND - - 
M 49 5th Floor Ceiling Plaster Brown Coat ND - - 
M 50 4th Floor Ceiling Plaster Brown Coat ND - - 
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Homogeneous 
Area 

Sample 
# Location Material PLM 

Results PLM-NOB TEM-NOB 

M 51 3rd Floor Ceiling Plaster Brown Coat ND - - 
M 52 2nd Floor Ceiling Plaster Brown Coat ND - - 
M 53 1st Floor Ceiling Plaster Brown Coat ND - - 
M 54 1st Floor Ceiling Plaster Brown Coat ND - - 
M 55 Basement Ceiling Plaster Brown Coat ND - - 
N 56 Basement Aircell Pipe Insulation 27% Chry - - 
N 57 Basement Aircell Pipe Insulation NA/PS - - 
N 58 Basement Aircell Pipe Insulation NA/PS - - 
O 59 1st Floor Rubber Tile Mastic - Inconclusive ND 
O 60 1st Floor Rubber Tile Mastic - Inconclusive ND 
O 61 1st Floor Rubber Tile Mastic - Inconclusive ND 
P 62 5th Floor Sheetrock ND - - 
P 63 3rd Floor Sheetrock ND - - 
P 64 1st Floor Sheetrock ND - - 
Q 65 5th Floor Joint Compound ND - - 
Q 66 3rd Floor Joint Compound ND - - 
Q 67 1st Floor Joint Compound ND - - 

R 68 1st Floor Cementitious Duct 
insulation ND - - 

R 69 1st Floor Cementitious Duct 
insulation ND - - 

R 70 1st Floor Cementitious Duct 
insulation ND - - 

S 71 1st Floor White Block Pipe 
Insulation 

16% Amo 
4% Chry - - 

S 72 1st Floor White Block Pipe 
Insulation NA/PS - - 

S 73 1st Floor White Block Pipe 
Insulation NA/PS - - 

T 74 1st Floor Tile Grout ND - - 
T 75 1st Floor Tile Grout ND - - 
T 76 1st Floor Tile Grout ND - - 
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APPENDIX B 
 

9.0 Company & Personnel Licenses 
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APPENDIX C 
 

10.0   Laboratory Accreditations 
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APPENDIX D 
 

11.0   Sample Location Drawings 
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APPENDIX E 
 

12.0   ACM Location Drawings 
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